
























 

Pipeline Rehabilitation AN-1 13 | Page 
Instructions to Bidders (Rev. Dec. 2017) 

20. SAN DIEGO BUSINESS TAX CERTIFICATE:  The Contractor and Subcontractors, not already 
having a City of San Diego Business Tax Certificate for the work contemplated shall secure the 
appropriate certificate from the City Treasurer, Civic Center Plaza, First floor and submit to the 
Contract Specialist upon request or as specified in the Contract Documents. Tax Identification 
numbers for both the Bidder and the listed Subcontractors must be submitted on the City 
provided forms within these documents. 

21. BIDDER’S GUARANTEE OF GOOD FAITH (BID SECURITY) FOR DESIGN-BID-BUILD 
CONTRACTS: 

21.1. For bids $250,000 and above, bidders shall submit Bid Security at bid time.  Bid Security 
shall be in one of the following forms: a cashier's check, or a properly certified check 
upon some responsible bank; or an approved corporate surety bond payable to the 
City of San Diego for an amount of not less than 10% of the total bid amount. 

21.2. This check or bond, and the monies represented thereby, will be held by the City as a 
guarantee that the Bidder, if awarded the contract, will in good faith enter into the  
contract and furnish the required final performance and payment bonds. 

21.3. The Bidder agrees that in the event of the Bidder’s failure to execute this contract and 
provide the required final bonds, the money represented by the cashier's or certified 
check will remain the property of the City; and the Surety agrees that it will pay to the 
City the damages, not exceeding the sum of 10% of the amount of the Bid, that the 
City may suffer as a result of such failure. 

21.4. At the time of bid submission, bidders must upload and submit an electronic PDF copy 
of the aforementioned bid security.  Whether in the form of a cashier's check, a 
properly certified check or an approved corporate surety bond payable to the City of 
San Diego, the bid security must be uploaded to the City’s eBidding system.  Within 
twenty-four (24) hours after the bid due date and time, the first five (5) apparent low 
bidders must provide the City with the original bid security.   

21.5. Failure to submit the electronic version of the bid security at the time of bid submission 
AND failure to provide the original within twenty-four (24) hours may cause the bid to 
be rejected and deemed non-responsive. 

22. AWARD OF CONTRACT OR REJECTION OF BIDS: 

22.1. This contract may be awarded to the lowest responsible and reliable Bidder. 

22.2. Bidders shall complete ALL eBid forms as required by this solicitation.  Incomplete 
eBids will not be accepted. 

22.3. The City reserves the right to reject any or all Bids, to waive any informality or 
technicality in Bids received, and to waive any requirements of these specifications as 
to bidding procedure. 
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1.3. Payroll Records. Contractor and its subcontractors shall comply with California Labor 
Code section 1776, which generally requires keeping accurate payroll records, 
verifying and certifying payroll records, and making them available for inspection. 
Contractor shall require its subcontractors to also comply with section 1776. 
Contractor and its subcontractors shall submit weekly certified payroll records online 
via the City’s web-based Labor Compliance Program. Contractor is responsible for 
ensuring its subcontractors submit certified payroll records to the City. 

1.3.1. Contractor and their subcontractors shall also furnish records specified in 
Labor Code section 1776 directly to the Labor Commissioner in the manner 
required by Labor Code section 1771.4. 

1.4. Apprentices. Contractor and its subcontractors shall comply with California Labor 
Code sections 1777.5, 1777.6 and 1777.7 concerning the employment and wages of 
apprentices. Contractor is held responsible for the compliance of their subcontractors 
with sections 1777.5, 1777.6 and 1777.7. 

1.5. Working Hours. Contractor and their subcontractors shall comply with California 
Labor Code sections 1810 through 1815, including but not limited to: (i) restrict 
working hours on public works contracts to eight hours a day and forty hours a week, 
unless all hours worked in excess of 8 hours per day are compensated at not less than 
1½ times the basic rate of pay; and (ii) specify penalties to be imposed on contractors 
and subcontractors of $25 per worker per day for each day the worker works more 
than 8 hours per day and 40 hours per week in violation of California Labor Code 
sections1810 through 1815. 

1.6. Required Provisions for Subcontracts. Contractor shall include at a minimum a copy 
of the following provisions in any contract they enter into with a subcontractor: 
California Labor Code sections 1771, 1771.1, 1775, 1776, 1777.5, 1810, 1813, 1815, 
1860 and 1861. 

1.7. Labor Code Section 1861 Certification. Contractor in accordance with California 
Labor Code section 3700 is required to secure the payment of compensation of its 
employees and by signing this Contract, Contractor certifies that “I am aware of the 
provisions of Section 3700 of the California Labor Code which require every employer 
to be insured against liability for workers’ compensation or to undertake self-
insurance in accordance with the provisions of that code, and I will comply with such 
provisions before commencing the performance of the work of this Contract.” 

1.8. Labor Compliance Program. The City has its own Labor Compliance Program 
authorized in August 2011 by the DIR. The City will withhold contract payments when 
payroll records are delinquent or deemed inadequate by the City or other 
governmental entity, or it has been established after an investigation by the City or 
other governmental entity that underpayment(s) have occurred. For questions or 
assistance, please contact the City of San Diego’s Equal Opportunity Contracting 
Department at 619-236-6000. 
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1.9. Contractor and Subcontractor Registration Requirements. This project is subject 
to compliance monitoring and enforcement by the DIR.  A contractor or subcontractor 
shall not be qualified to bid on, be listed in a bid or proposal,  subject to the 
requirements of section 4104 of the Public Contract Code, or engage in the 
performance of any contract for public work, unless currently registered and qualified 
to perform public work pursuant to Labor Code section 1725.5  It is not a violation of 
this section for an unregistered contractor to submit a bid that is authorized by  
Section 7029.1 of the Business and Professions code or by Section 10164 or 20103.5 
of the Public Contract Code, provided the contractor is registered to perform public 
work pursuant to Section 1725.5 at the time the contract is awarded. 

1.9.1. A Contractor’s inadvertent error in listing a subcontractor who is not registered 
pursuant to Labor Code section 1725.5 in response to a solicitation shall not 
be grounds for filing a bid protest or grounds for considering the bid non-
responsive provided that any of the following apply: (1) the subcontractor is 
registered prior to bid opening; (2) within twenty-four hours after the bid 
opening, the subcontractor is registered and has paid the penalty registration 
fee specified in Labor Code section 1725.5; or (3) the subcontractor is replaced 
by another registered subcontractor pursuant to Public Contract Code section 
4107. 

1.9.2. By submitting a bid or proposal to the City, Contractor is certifying that he or 
she has verified that all subcontractors used on this public work project are 
registered with the DIR in compliance with Labor Code sections 1771.1 and 
1725.5, and Contractor shall provide proof of registration for themselves and 
all listed subcontractors to the City at the time of bid or proposal due date or 
upon request. 

1.10. Stop Order. For Contractor or its subcontractors engaging in the performance of any 
public work contract without having been registered in violation of Labor Code 
sections 1725.5 or 1771.1, the Labor Commissioner shall issue and serve a stop order 
prohibiting the use of the unregistered contractors or unregistered subcontractor(s) 
on ALL public works until the unregistered contractor or unregistered subcontractor(s) 
is registered. Failure to observe a stop order is a misdemeanor. 

1.11. List of all Subcontractors. The City may ask Contractor  for the most current  list of 
subcontractors (regardless of tier), along with their DIR registration numbers, utilized 
on this Agreement at any time during performance of this contract, and Contractor 
shall provide the list within ten (10) working days of the City’s request.  Additionally, 
Contractor shall provide the City with a complete list of all subcontractors utilized on 
this contract (regardless of tier), within ten working days of the completion of the 
contract, along with their DIR registration numbers. The City shall withhold final 
payment to Contractor until at least 30 days after this information is provided to the 
City. 
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1.12. Exemptions for Small Projects. There are limited exemptions for installation, 
alteration, demolition, or repair work done on projects of $25,000 or less. The 
Contractor shall still comply with Labor Code sections 1720 et. seq. The only 
recognized exemptions are listed below: 

1.12.1. Registration. The Contractor will not be required to register with the DIR for 
small projects. (Labor Code section 1771.1 

1.12.2. Certified Payroll Records. The records required in Labor Code section 1776 
shall be required to be kept and submitted to the City of San Diego, but will 
not be required to be submitted online with the DIR directly. The Contractor 
will need to keep those records for at least three years following the 
completion of the Contract. (Labor Code section 1771.4). 

1.12.3. List of all Subcontractors. The Contractor shall not be required to hire only 
registered subcontractors and is exempt from submitting  the list of all 
subcontractors that is required in section 4.20.11 above. (Labor code section 
1773.3). 
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SUPPLEMENTARY SPECIAL PROVISIONS  

The following Supplementary Special Provisions (SSP) modifies the following documents:  

1. The 2015 Edition of the Standard Specifications for Public Works Construction (The 
“GREENBOOK”). 

2. The 2015 Edition of the City of San Diego Standard Specifications for Public Works 
Construction (The “WHITEBOOK”), including the following: 

a) General Provisions (A) for all Contracts. 

------------------------------------------------------------------------------------------------------------------------------------------------- 

SECTION 1 – TERMS, DEFINITIONS, ABBREVIATIONS, UNITS OF MEASURE, AND SYMBOLS 

1-2 TERMS AND DEFINITIONS. To the “WHITEBOOK”, item 54, “Normal Working Hours”, 
ADD the following: 

The Normal Working Hours are 8:30 AM to 3:30 PM. 

SECTION 2 - SCOPE AND CONTROL OF WORK 

2-3.2 Self Performance. To the “GREENBOOK”, DELETE in its entirety and SUBSTITUTE with 
the following: 

1. You shall perform, with your own organization, Contract Work amounting to at 
least 50% of the base Bid and 50% of any alternates. 

ADD: 
2-10  AUTHORITY OF THE BOARD AND THE ENGINEER. To the “GREENBOOK”, Paragraph 

(2), DELETE in its entirety and SUBSTITUTE with the following: 

The decision of the Engineer is final and binding on all questions relating to: quantities; 
acceptability of material, equipment, or work; execution, progress or sequence of 
work; requests for information (RFI), and interpretation of the Plans, Specifications, or 
other Contract Documents. This shall be precedent to any payment under the 
Contract. The Engineer shall be the single point of contact and shall be included in all 
communications. 

2-14.3 Coordination. To the “WHITEBOOK”, ADD the following: 

2. Other adjacent City projects are scheduled for construction for the same time 
period. See Adjacent Conflicts Projects Map Appendix F for the approximate 
location. Coordinate the Work with the adjacent projects as listed below: 

a) San Carlos Storm Drain Replacement Project, Project Mgr. Alejandra 
Gonzalez, wk. ph. 619-533-5155. 
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b) Slurry Seal Group 1502 Project, Project Mgr. MD Rahman, wk. ph.  
619-527-8073. 

c) FY 14 Overlay JOC 2, Project Mgr. Chris Hudson, wk. ph. 619-527-8081. 

d) AC Overlay Group 1502, Project Mgr. Brian Wang, wk. ph.  
619-527-7638. 

e) Navajo Storm Drain Replacement Project, Project Mgr. Ronak Rekani 
wk. ph. 619-533-6647. 

2-16 CONTRACTOR REGISTRATION AND ELECTRONIC REPORTING SYSTEM. To the 
“WHITEBOOK”, item 1, DELETE in its entirety. 

SECTION 3 – CHANGES IN WORK 

3-5.1 Claims. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE with the 
following: 

ADD: 
3-5.1 Claims. 

1. A Claim is a written demand by you that seeks an adjustment in the Contract 
Price, Contract Time, or other relief associated with a dispute arising under or 
relating to the Contract, including a breach of any provision thereof. A voucher, 
invoice, or other routine request for payment is not a Claim.   

2. A Claim shall conform to these specifications and may be considered after the 
City has previously denied a request by you for a Change Order seeking the 
demanded relief.   

3. You shall submit a Claim to the Engineer if a dispute occurs that arises from or 
relates to the Contract. The Claim shall seek all relief to which you assert you 
are entitled as a result of the event(s) giving rise to the dispute. Your failure to 
process a Claim in accordance with these specifications shall constitute a 
waiver of all relief associated with the dispute. Claims are subject to 6-11, 
“Right to Audit”.   

4. You shall continue to perform the Services and Work and shall maintain the 
Schedule during any dispute proceedings. The Engineer will continue to make 
payments for undisputed Services and Work.   

5. The City’s Claims process specified herein shall not relieve you of your 
statutory obligations to present claims prior to any action under the California 
Government Code.  

3-5.1.1 Initiation of Claim. 

1. You shall promptly, but no later than 30 Days after the event(s) giving rise to 
the Claim, deliver the Claim to the Engineer. 

2. You shall not process a Claim unless the Engineer has previously denied a 
request by you for a Change Order that sought the relief to be pursued in the 
claim. 
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3-5.1.1.1 Claim Certification Submittal.  

1. If your Claim seeks an increase in the Contract Price, the Contract Time, or 
both, submit with the Claim an affidavit certifying the following:   

a) The Claim is made in good faith and covers all costs and delays to 
which you are entitled as a result of the event(s) giving rise to the 
Claim.  

b) The amount claimed accurately reflects the adjustments in the 
Contract Price, the Contract Time, or both to which you believe you are 
entitled. 

c) All supporting costs and pricing data are current, accurate, and 
complete to the best of your knowledge. The cost breakdown per item 
of Work shall be supplied. 

d) You shall ensure that the affidavit is executed by an official who has 
the authority to legally bind you. 

3-5.1.2 Initial Determination. 

1. The Engineer will respond in writing to your Claim within 30 Days of receipt of 
the Claim. 

3-5.1.3 Settlement Meeting. 

1. If you disagree with the Initial Determination, you shall request a Settlement 
Meeting within 30 Days. Upon receipt of this request, the Engineer will 
schedule the Settlement Meeting within 15 Working Days.  

3-5.1.7 City’s Final Determination. 

1. If a settle agreement is not reached, the City shall make a written Final 
Determination within 10 Working Days after the Settlement Meeting.  

2. If you disagree with the City’s Final Determination, notify the Engineer in writing 
of your objection within 15 Working Days after receipt of the written 
determination and file a “Request for Mediation” in accordance with 3-5.2, 
“Dispute Resolution Process”. 

3. Failure to give notice of objection within the 15 Working Days period shall waive 
your right to pursue the Claim. 

3-5.1.8 Mandatory Assistance.   

1. If a third party dispute, litigation, or both arises out of or relates in any way to 
the Services provided under the Contract, upon the City’s request, you shall 
agree to assist in resolving the dispute or litigation. Your assistance includes, 
but is not limited to the following: 

a)  Providing professional consultations. 

b) Attending mediations, arbitrations, depositions, trials, or any event 
related to the dispute resolution and litigation. 
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3-5.1.8.1 Compensation for Mandatory Assistance. 

1. The City will reimburse you for reasonable fees and expenses incurred by you 
for any required assistance rendered in accordance with 3-5.1.8, “Mandatory 
Assistance” as Extra Work.  

2. The Engineer will determine whether these fees and expenses were necessary 
due to your conduct or failure to act. 

3. If the Engineer determines that the basis of the dispute or litigation in which 
these fees and expenses were incurred were the result of your conduct or your 
failure to act in part or in whole, you shall reimburse the City for any payments 
made for these fees and expenses. 

4. Reimbursement may be through any legal means necessary, including the 
City’s withholding of your payment. 

3-5.2.3 Selection of Mediator. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE 
with the following: 

1. A single mediator, knowledgeable in construction aspects and acceptable to 
both parties, shall be used to mediate the dispute.   

2. To initiate mediation, the initiating party shall serve a Request for Mediation 
at the American Arbitration Association (AAA) on the opposing party.   

3. If AAA is used, the initiating party shall concurrently file with AAA a “Request 
for Mediation” along with the appropriate fees, a copy of requested mediators 
marked in preference order, and a preference for available dates. 

4. If AAA is selected to coordinate the mediation (Administrator), within 10 
Working Days from the receipt of the initiating party’s Request for Mediation, 
the opposing party shall file the following: 

a) A copy of the list of the preferred mediators listed in preference order 
after striking any mediators to which they have any objection.  

b) A preference for available dates.   

c) Appropriate fees. 

5. If the parties cannot agree on a mediator, then each party shall select a 
mediator and those mediators shall select the neutral third party to mediate 
the matter. 

3-5.3 Forum of Litigation. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE 
with the following: 

1. It is the express intention that all legal actions and proceedings related to the 
Contract or Agreement with the City or to any rights or any relationship 
between the parties arising therefrom shall be solely and exclusively initiated 
and maintained in courts of the State of California for the County of San Diego. 
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SECTION 4 - CONTROL OF MATERIALS 

4-1.3.3  Inspection of Items Not Locally Produced. To the “WHITEBOOK”, DELETE in its 
entirety.  

ADD: 
4-1.3.3  Inspection of Items Not Locally Produced. To the “GREENBOOK”, DELETE in its 

entirety and SUBSTITUTE with the following:  

1. When you intend to purchase materials, fabricated products, or equipment 
from sources located more than 200 miles (321.9 km) outside the geographical 
limits of the City, City Lab staff or a qualified inspection agency approved by 
the Engineer, shall be engaged at your expense to inspect the materials, 
equipment, or process.  

2. This approval shall be obtained before producing any material or equipment. 
City Lab staff or inspector shall evaluate the materials for conformance with 
the requirements of the Plans and Specifications. You shall forward reports 
required by the Engineer. No materials or equipment shall be shipped nor 
shall any processing, fabrication or treatment of such materials be done 
without proper inspection by City Lab staff or the approved agent. Approval 
by said agent shall not relieve you of responsibility for complying with the 
requirements of the Contract Documents. 

3. The Engineer may elect City Lab staff to perform inspection of an out-of-town 
manufacturer. You shall incur additional inspection costs of the Engineer 
including lodging, meals, and incidental expenses based on Federal Per Diem 
Rates, along with travel and car rental expenses. If the manufacturing plant 
operates a double shift, a double shift shall be figured in the inspection costs. 

a) At the option of the Engineer, full time inspection shall continue for the 
length of the manufacturing period. If the manufacturing period will 
exceed 3 consecutive weeks, you shall incur additional inspection 
expenses of the Engineer's supervisor for a trip of 2 Days to the site 
per month.  

b) When the Engineer elects City Lab staff to perform out-of-town 
inspections, the wages of staff employed by the City shall not be part 
of the additional inspection expenses paid by you. 

c) Federal Per Diem Rates can be determined at the location below: 

https://www.gsa.gov/portal/content/104877  

4-1.3.5  Special Inspection. To the “WHITEBOOK”, ADD the following: 

5. The payment for special inspection Work specified under this section shall be 
paid in accordance with 4-1.3.4.1, “Payment”.  

4-1.3.6 Preapproved Materials. To the “WHITEBOOK”, ADD the following: 

3. You shall submit in writing a list of all products to be incorporated in the Work 
that are on the AML. 



 

Pipeline Rehabilitation AN-1 37 | Page 
Attachment E - Supplementary Special Provisions (Rev. Nov. 2017) 

4-1.6 Trade Names or Equals. To the “WHITEBOOK”, ADD the following: 

11. You shall submit your list of proposed substitutions for an “equal” item no 
later than 5 Working Days after the determination of the Apparent Low 
Bidder and on the  City’s Product Submittal Form available at: 

http://www.sandiego.gov/publicworks/edocref/index.shtml  

SECTION 5 – UTILITIES 

5-2  PROTECTION. To the “WHITEBOOK”, item 2, ADD the following: 

g) Refer to Appendix J for more information on the protection of AMI devices. 

SECTION 6 - PROSECUTION, PROGRESS AND ACCEPTANCE OF WORK 

6-1.1 Construction Schedule. To the “WHITEBOOK”, item 22, subsection b, DELETE in its 
entirety and SUBSTITUTE with the following: 

 
b) A curve value percentage comparison between the Contract Price and the 

updated cash flow forecast for each Project ID included in the Contract 
Documents.  Curve values shall be set on a scale from 0% to 100% in intervals 
of 5% of the Contract Time.  Refer to the Sample City Invoice materials in the 
Contract Documents and use the format shown.  Your invoice amounts shall 
be supported by this curve value percentage. For previous periods, use the 
actual values and percentages and update the curve value percentages 
accordingly. 

6-2.1 Moratoriums. To the “WHITEBOOK”, ADD the following: 

3. Do not Work in the areas where there is currently a moratorium issued by the 
City. The areas subject to moratorium are listed here: 
 
No trenching work within 100ft of MHPA from February 01 Through 
September 15 to avoid the General Avian Breeding Season. 
 
For street resurfacing moratoriums, see Adjacent Conflict Projects Map in 
Appendix F and scope of work sheets. 

ADD: 
6-3.2.1.1 Environmental Document. 

1. The City of San Diego has prepared a Notice of Exemption for Pipeline 
Rehabilitation AN-1, Project No. B-16135.02.06 as referenced in the Contract 
Appendix. You shall comply with all requirements of the Notice of Exemption 
as set forth in Appendix A. 
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2. Compliance with the City’s environmental document shall be included in the 
Contract Price. 

6-7.1 TIME OF COMPLETION. To the “WHITEBOOK”, ADD the following: 

4. You shall complete 6.71 miles of sewer main work with the lateral 
reinstatements and replacements as verified by the Engineer by 05/30/19. You 
shall also complete all remaining miles of sewer main work with the lateral 
reinstatements and replacements as verified by the Engineer by 05/30/20. 
Additionally, all remaining Work as part of this project, including lateral lining 
and post-lining CCTV video, shall be completed within the remaining number 
of Working Days. 

6-7.1  General. To the “WHITEBOOK”, item 3, ADD the following: 
 

d) 30 Days for full depth asphalt final mill and resurfacing work required per SDG-
107. 

6-8.3  Warranty. To the “WHITEBOOK”, item 1, DELETE in its entirety and SUBSTITUTE with 
the following: 

1. Warranty and repair all defective materials and workmanship for a period of 1 
year. This call back warranty period shall start on the date that the Work was 
accepted by the City. Additionally, you shall warranty the Work against all 
latent and patent defects for a period of 10 years. 

SECTION 7 - RESPONSIBILITIES OF THE CONTRACTOR 

7-3 INSURANCE. To the “GREENBOOK”, DELETE in its entirety and SUBSTITUTE with the 
following: 

7-3 INSURANCE. 

1. The insurance provisions herein shall not be construed to limit your indemnity 
obligations contained in the Contract. 

7-3.1 Policies and Procedures. 

1. You shall procure the insurance described below, at its sole cost and expense, 
to provide coverage against claims for loss including injuries to persons or 
damage to property, which may arise out of or in connection with the 
performance of the Work by you, your agents, representatives, officers, 
employees or Subcontractors. 

2. Insurance coverage for property damage resulting from your operations is on 
a replacement cost valuation. The market value will not be accepted. 

3. You shall maintain this insurance for the duration of this Contract and at all 
times thereafter when you are correcting, removing, or replacing Work in 
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accordance with this Contract. Your liabilities under the Contract, e.g., your 
indemnity obligations, is not deemed limited to the insurance coverage 
required by this Contract. 

4. The payment for insurance shall be included in the Contract Price as bid by 
you. Except as specifically agreed to by the City in writing, you are not entitled 
to any additional payment. Do not begin any Work under this Contract until 
you have provided and the City has approved all required insurance.  

5. Policies of insurance shall provide that the City is entitled to 30 Days (10 Days 
for cancellation due to non-payment of premium) prior written notice of 
cancellation or non-renewal of the policy. Maintenance of specified insurance 
coverage is a material element of the Contract. Your failure to maintain or 
renew coverage or to provide evidence of renewal during the term of the 
Contract may be treated by the City as a material breach of the Contract. 

7-3.2 Types of Insurance. 

7-3.2.1 Commercial General Liability Insurance.   

1. Commercial General Liability Insurance shall be written on the current version 
of the ISO Occurrence form CG 00 01 07 98 or an equivalent form providing 
coverage at least as broad. 

2. The policy shall cover liability arising from premises and operations, XCU 
(explosions, underground, and collapse), independent contractors, 
products/completed operations, personal injury and advertising injury, bodily 
injury, property damage, and liability assumed under an insured’s contract 
(including the tort liability of another assumed in a business contract). 

3. There shall be no endorsement or modification limiting the scope of coverage 
for either “insured vs. insured” claims or contractual liability. You shall 
maintain the same or equivalent insurance for at least 10 years following 
completion of the Work.  

4. All costs of defense shall be outside the policy limits. Policy coverage shall be 
in liability limits of not less than the following: 

General Annual Aggregate Limit Limits of Liability 

Other than Products/Completed Operations $2,000,000 
Products/Completed Operations Aggregate Limit $2,000,000 
Personal Injury Limit $1,000,000 
Each Occurrence $1,000,000 

7-3.2.2 Commercial Automobile Liability Insurance.   

1. You shall provide a policy or policies of Commercial Automobile Liability 
Insurance written on the current version of the ISO form CA 00 01 12 90 or 
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later version or equivalent form providing coverage at least as broad in the 
amount of $1,000,000 combined single limit per accident, covering bodily 
injury and property damage for owned, non-owned, and hired automobiles 
(“Any Auto”).  

2. All costs of defense shall be outside the limits of the policy. 

7-3.2.3 Contractors Pollution Liability Insurance.   

1. You shall procure and maintain at your expense or require your 
Subcontractor, as described below, to procure and maintain the Contractors 
Pollution Liability Insurance including contractual liability coverage to cover 
liability arising out of cleanup, removal, storage, or handling of hazardous or 
toxic chemicals, materials, substances, or any other pollutants by you or any 
Subcontractor in an amount not less than $2,000,000 limit for bodily injury and 
property damage. 

2. All costs of defense shall be outside the limits of the policy. Any such insurance 
provided by your Subcontractor instead of you shall be approved separately 
in writing by the City.  

3. For approval of a substitution of your Subcontractor’s insurance, you shall 
certify that all activities for which the Contractors Pollution Liability Insurance 
will provide coverage will be performed exclusively by the Subcontractor 
providing the insurance. The deductible shall not exceed $25,000 per claim.  

4. Contractual liability shall include coverage of tort liability of another party to 
pay for bodily injury or property damage to a third person or organization. 
There shall be no endorsement or modification of the coverage limiting the 
scope of coverage for either “insured vs. insured” claims or contractual liability.  

5. Occurrence based policies shall be procured before the Work commences and 
shall be maintained for the Contract Time. Claims Made policies shall be 
procured before the Work commences, shall be maintained for the Contract 
Time, and shall include a 12 month extended Claims Discovery Period 
applicable to this contract or the existing policy or policies that shall continue 
to be maintained for 12 months after the completion of the Work without 
advancing the retroactive date.  

6. Except as provided for under California law, the policy or policies shall provide 
that the City is entitled to 30 Days prior written notice (10 Days for cancellation 
due to non-payment of premium) of cancellation or non-renewal of the policy 
or policies. 

7-3.3 Rating Requirements. Except for the State Compensation Insurance Fund, all 
insurance required by this Contract as described herein shall be carried only by 
responsible insurance companies with a rating of, or equivalent to, at least “A-, VI” by 
A.M. Best Company, that are authorized by the California Insurance Commissioner to 
do business in the State, and that have been approved by the City. 



 

Pipeline Rehabilitation AN-1 41 | Page 
Attachment E - Supplementary Special Provisions (Rev. Nov. 2017) 

7-3.3.1 Non-Admitted Carriers. The City will accept insurance provided by non-admitted, 
“surplus lines” carriers only if the carrier is authorized to do business in the State and 
is included on the List of Approved Surplus Lines Insurers (LASLI list). 

All policies of insurance carried by non-admitted carriers shall be subject to all of the 
requirements for policies of insurance provided by admitted carriers described herein. 

7-3.4 Evidence of Insurance. Furnish to the City documents e.g., certificates of insurance 
and endorsements evidencing the insurance required herein, and furnish renewal 
documentation prior to expiration of this insurance. Each required document shall be 
signed by the insurer or a person authorized by the insurer to bind coverage on its 
behalf. We reserve the right to require complete, certified copies of all insurance 
policies required herein.  

7-3.5 Policy Endorsements. 

7-3.5.1 Commercial General Liability Insurance. 

7-3.5.1.1 Additional Insured.   

1. You shall provide at your expense policy endorsement written on the current 
version of the ISO Occurrence form CG 20 10 11 85 or an equivalent form 
providing coverage at least as broad. 

2. To the fullest extent allowed by law e.g., California Insurance Code §11580.04, 
the policy shall be endorsed to include the City and its respective elected 
officials, officers, employees, agents, and representatives as additional 
insured.  

3. The additional insured coverage for projects for which the Engineer’s Estimate 
is $1,000,000 or more shall include liability arising out of:  

a) Ongoing operations performed by you or on your behalf, 

b) your products, 

c) your Work, e.g., your completed operations performed by you or on 
your behalf, or 

d) premises owned, leased, controlled, or used by you. 

4. The additional insured coverage for projects for which the Engineer’s Estimate 
is less than $1,000,000 shall include liability arising out of:  

a) Ongoing operations performed by you or on your behalf,  

b) your products, or  

c) premises owned, leased, controlled, or used by you. 

7-3.5.1.2 Primary and Non-Contributory Coverage. The policy shall be endorsed to provide 
that the coverage with respect to operations, including the completed operations, if 
appropriate, of the Named Insured is primary to any insurance or self-insurance of the 
City and its elected officials, officers, employees, agents and representatives. Further, 
it shall provide that any insurance maintained by the City and its elected officials, 
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officers, employees, agents and representatives shall be in excess of your insurance 
and shall not contribute to it.  

7-3.5.1.3 Project General Aggregate Limit. The policy or policies shall be endorsed to provide 
a Designated Construction Project General Aggregate Limit that will apply only to the 
Work. Only claims payments which arise from the Work shall reduce the Designated 
Construction Project General Aggregate Limit. The Designated Construction Project 
General Aggregate Limit shall be in addition to the aggregate limit provided for the 
products-completed operations hazard. 

7-3.5.2 Commercial Automobile Liability Insurance. 

7-3.5.2.1 Additional Insured. Unless the policy or policies of Commercial Auto Liability 
Insurance are written on an ISO form CA 00 01 12 90 or a later version of this form or 
equivalent form providing coverage at least as broad, the policy shall be endorsed to 
include the City and its respective elected officials, officers, employees, agents, and 
representatives as additional insured, with respect to liability arising out of 
automobiles owned, leased, hired or borrowed by you or on your behalf. This 
endorsement is limited to the obligations permitted by California Insurance Code 
§11580.04. 

7-3.5.3 Contractors Pollution Liability Insurance Endorsements.  

7-3.5.3.1 Additional Insured.   

1. The policy or policies shall be endorsed to include as an Insured the City and 
its respective elected officials, officers, employees, agents, and 
representatives, with respect to liability arising out of: 

a) Ongoing operations performed by you or on your behalf,  

b) your products,  

c) your work, e.g., your completed operations performed by you or on 
your behalf, or  

d) premises owned, leased, controlled, or used by you. 

Except that in connection with, collateral to, or affecting any construction 
contract to which the provisions of subdivision (b) of § 2782 of the California 
Civil Code apply, this endorsement shall not provide any duty of indemnity 
coverage for the active negligence of the City and its respective elected 
officials, officers, employees, agents, and representatives in any case where an 
agreement to indemnify the City and its respective elected officials, officers, 
employees, agents, and representatives would be invalid under subdivision (b) 
of §2782 of the California Civil Code.  
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2. In any case where a claim or loss encompasses the negligence of the Insured 
and the active negligence of the City and its respective elected officials, 
officers, employees, agents, and representatives that are not covered because 
of California Insurance Code §11580.04, the insurer's obligation to the City and 
its respective elected officials, officers, employees, agents, and representatives 
shall be limited to obligations permitted by California Insurance Code 
§11580.04. 

7-3.5.3.2 Primary and Non-Contributory Coverage. The policy or policies shall be endorsed 
to provide that the insurance afforded by the Contractors Pollution Liability Insurance 
policy or policies is primary to any insurance or self-insurance of the City and its 
elected officials, officers, employees, agents and representatives with respect to 
operations including the completed operations of the Named Insured. Any insurance 
maintained by the City and its elected officials, officers, employees, agents and 
representatives shall be in excess of your insurance and shall not contribute to it.  

7-3.5.3.3 Severability of Interest. For Contractors Pollution Liability Insurance, the policy or 
policies shall provide that your insurance shall apply separately to each insured 
against whom claim is made or suit is brought, except with respect to the limits of the 
insurer's liability and shall provide cross-liability coverage. 

7-3.6 Deductibles and Self-Insured Retentions. You shall pay for all deductibles and  
self-insured retentions. You shall disclose deductibles and self-insured retentions to 
the City at the time the evidence of insurance is provided. 

7-3.7 Reservation of Rights. The City reserves the right, from time to time, to review your 
insurance coverage, limits, deductibles and self-insured retentions to determine if 
they are acceptable to the City. The City will reimburse you, without overhead, profit, 
or any other markup, for the cost of additional premium for any coverage requested 
by the Engineer but not required by this Contract. 

7-3.8 Notice of Changes to Insurance. You shall notify the City 30 Days prior to any 
material change to the policies of insurance provided under this Contract. 

7-3.9 Excess Insurance. Policies providing excess coverage shall follow the form of the 
primary policy or policies e.g., all endorsements. 

7-4 NOT USED. To the “GREENBOOK”, DELETE in its entirety and SUBSTITUTE with the 
following: 

7-4 WORKERS’ COMPENSATION INSURANCE AND EMPLOYERS LIABILITY INSURANCE.   

1. In accordance with the provisions of §3700 of the California Labor Code, you 
shall provide at your expense Workers’ Compensation Insurance and 
Employers Liability Insurance to protect you against all claims under applicable 
state workers compensation laws. The City, its elected officials, and employees 
will not be responsible for any claims in law or equity occasioned by your 
failure to comply with the requirements of this section. 
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2. Limits for this insurance shall be not less than the following: 

Workers’ Compensation Statutory Employers Liability 

Bodily Injury by Accident $1,000,000 each accident 
Bodily Injury by Disease $1,000,000 each employee 
Bodily Injury by Disease $1,000,000 policy limit 

3. By signing and returning the Contract you certify that you are aware of the 
provisions of §3700 of the Labor Code which requires every employer to be 
insured against liability for worker’s compensation or to undertake  
self-insurance in accordance with the provisions of that code and you shall 
comply with such provisions before commencing the Work as required by 
§1861 of the California Labor Code. 

7-4.1 Waiver of Subrogation. The policy or policies shall be endorsed to provide that the 
insurer will waive all rights of subrogation against the City and its respective elected 
officials, officers, employees, agents, and representatives for losses paid under the 
terms of the policy or policies and which arise from Work performed by the Named 
Insured for the City. 

ADD:  
7-6 THE CONTRACTORS REPRESENTATIVE. To the “GREENBOOK”, ADD the following: 

1. Both the representative and alternative representative shall be employees of 
the Contractor and shall not be assigned to a Subcontractor unless otherwise 
approved by the City in writing. 

7-8.1  General. To the “WHITEBOOK”, ADD the following: 

2. Use a PM-10 certified self-loading motorized street sweeper equipped with a 
functional water spray system for this project as directed by the Engineer. 

7-8.6 Water Pollution Control. To the “WHITEBOOK”, ADD the following: 

6. Based on a preliminary assessment by the City, this Contract is subject to 
WPCP. 

7-20 ELECTRONIC COMMUNICATION. To the “WHITEBOOK”, ADD the following:  

2. Virtual Project Manager shall be used on this Contract.  

7-21.1 General. To the “WHITEBOOK”, item 3, DELETE in its entirety and SUBSTITUTE with the 
following: 

3. During the construction phase of projects, the minimum waste management 
reduction goal is 90% of the inert material (a material not subject to 
decomposition such as concrete, asphalt, brick, rock, block, dirt, metal, glass, 
and etc.) and 65% of the remaining project waste. You shall provide 
appropriate documentation, including a Waste Management Form attached as 
an appendix, and evidence of recycling and reuse of materials to meet the 
waste reduction goals specified. 





 

Pipeline Rehabilitation AN-1 46 | Page 
Attachment E - Supplementary Special Provisions (Rev. Nov. 2017) 

203-5.6.2 Materials. 

1. The ingredients of RPMS immediately prior to the mixing shall conform to the 
following: 

a) Asphaltic emulsion shall be a quick-set type and shall conform to the 
requirements of CQS-1h and to the following requirements in 
accordance with the specified test methods: 

Quality Tests 
for Emulsion Test Requirements 

AASHTO T59 
Residue after 

Distillation 
60% min. 

ASTM  D244 

Quality Tests 
for Residue Test Requirements 

AASHTO T49 Penetration at  

77° F (25° C) 
40% - 90% 

ASTM  D2397 

b) Quick setting Type CQS-1h Asphaltic Emulsion shall test positive for 
Particle Charge when tested in accordance with the applicable ASTM 
test designation. If the Particle Charge Test result is inconclusive, the 
asphaltic emulsion shall meet a pH requirement of 6.7 maximum. 

c) Water shall be potable and of such quality that the asphalt will not 
separate from the emulsion before the application of slurry seal.   

d) If necessary for workability, a set-control agent that will not adversely 
affect the RPMS material may be added.   

e) Polymer additive shall be SBR Latex or approved equal, which is added 
at a minimum of 2% by weight of the asphaltic emulsion. 

f) Crumb Rubber. 

i. Crumb rubber shall be ambient granulated or ground from 
whole passenger tires, truck tires, or a combination only in 
conformance with the requirements indicated in Tables 203-
5.6.2 (A), 203-5.6.2 (B), and 203-5.6.2 (C).   

ii. Un-curing or de-vulcanized rubber shall not be acceptable. 
Rubber tire buffing from either recapping or manufacturing 
processes may not be used as a supplement to the crumb 
rubber mixture. 
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iii. In order to remove steel and fabric, an initial separation stage 
which subjects the rubber to freezing temperatures may be 
used.   

iv. The crumb rubber shall not be elongated or hair-like in shape 
and individual particles shall not be greater than 1/20 of an 
inch in length.   

v. The crumb rubber shall be free of contaminants including 
fiber, metal, and mineral matter within the following 
tolerances: the fiber content shall be less than 0.30% by weight 
and the crumb rubber shall be free of metal particles. Metal 
imbedded in rubber particles shall not be allowed. The amount 
of mineral contaminants allowed shall not exceed 0.10% by 
weight.   

vi. The crumb rubber shall be dry with a moisture content of less 
than 0.75%. 

TABLE 203-5.6.2 (A) 
CRUMB RUBBER CHEMICAL PROPERTIES SPECIFICATION 

Property Specification Limits 

Specific Gravity 1.15 ± .05 

Percent of Carbon Black 35.0 Maximum 

Percent of Rubber Hydrocarbon 55.0 Maximum 

Percent Ash 6.0 Maximum 

Percent of Acetone Extract 10.0 Maximum 

Percent of Chloroform Extract 3.0 Maximum 

Percent Natural Rubber 40 Minimum 

TABLE 203-5.6.2 (B) 

CRUMB RUBBER GRADATION REQUIREMENTS 

Sieve Size Percent Passing 

No. 30 100 

No. 40 90 - 100 

No. 50 75 - 85 

No. 100 25 - 35 

No. 200 0 - 10 
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TABLE 203-5.6.2 (C) 

TESTING METHODS FOR CRUMB RUBBER ANALYSIS 

Property Test Method 

Specific Gravity ASTM D1817 

Carbon Black ASTM D297 

Ash ASTM D297 

Chloroform Extract ASTM D297 

Natural/Synthetic Rubber ASTM D297 

Sieve Analysis ASTM C136 

vii. Carbon black solution shall be non-ionic in charge and liquid in 
form. The carbon black shall be compatible with the emulsion 
system, polymers, and additives being used and shall conform 
to the requirements indicated in 203-5.6.2 (D) and ASTM 
D1511. 

TABLE 203-5.6.2 (D) 

Specification Tolerances 

Total Solids 40 - 44 

% Black by Weight 35 - 37 

Type Black Medium Furnace Color 

Type Dispersing Non-ionic 

viii. Additives may be used to accelerate or retard the break-set of 
the RPMS. The use of additives shall be in quantities specified 
in the mix design. 

ix. Mineral filler such as Portland cement, hydrated lime, 
limestone dust, fly ash, or other approved filler meeting the 
requirements of ASTM D242 shall be used if required by the 
mix design and may be used to facilitate set times as needed. 
Any cement used shall be considered as part of the dry 
aggregate weight for mix design purposes. 

x. The mineral aggregate used shall be the type and grade 
specified for the particular Type of RPMS. The aggregate shall 
be manufactured crushed stone such as granite, slang, 
limestone, chat, other high quality aggregate, or a combination 
thereof. Aggregate shall consist of rock dust except that 100% 
of any aggregate of combination of aggregates larger than the 
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No. 50 sieve size used in the mix shall be obtained by crushing 
rock. The material shall be free from vegetable matter and 
other deleterious substances. The aggregate shall be free of 
caked lumps and oversized particles. The aggregate shall also 
conform to the following requirements in Table 203-5.6.2 (E). 

TABLE 203-5.6.2 (E) 

Test California Test Requirements 

Sand Equivalent 217 45 min. 

Durability Index 229 55 min. 

xi. Crumb rubber shall be a product of recycled material from the 
City if unavailable from the San Diego County region. 

203-5.6.3 Composition and Grading.   

1. The percentage composition by weight of the aggregate shall conform to the 
requirements indicated in the tables below when determined by California 
Test 202 and modified by California Test 105 when there is a difference in 
specific gravity of 0.20 or more between blends of different aggregates. 

TABLE 203-5.6.3 (A) 

TYPE I SLURRY SEAL GRADATION 

Sieve Size Percentage Passing Stockpile Tolerance 
No.4 100 ± 5% 
No.8 90 - 100 ± 5% 

No.16 65 - 90 ± 5% 
No.30 40 - 60 ± 5% 
No.50 25 - 42 ± 4% 

No.200 10 - 20 ± 2% 

TABLE 203-5.6.3 (B) 

TYPE II SLURRY SEAL GRADATION 

Sieve Size Percentage Passing Stockpile Tolerance 
No.3/8 100 ± 5% 
No.4 90 - 100 ± 5% 
No.8 65 - 90 ± 5% 

No.16 45 - 70 ± 5% 
No.30 30 - 50 ± 5% 
No.50 18 - 36 ± 4% 
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Sieve Size Percentage Passing Stockpile Tolerance 
No.100 10 - 24 ± 3% 
No.200 5 - 15 ± 2% 

TABLE 203-5.6.3 (C) 

TYPE III SLURRY SEAL GRADATION 

Sieve Size Percentage Passing Stockpile Tolerance 
No.3/8 100 ± 5% 
No.4 70 - 90 ± 5% 
No.8 45 - 70 ± 5% 

No.16 28 - 50 ± 5% 
No.30 19 - 34 ± 5% 
No.50 12 - 25 ± 4% 

No.100 7 - 18 ± 3% 
No.200 5 - 15 ± 2% 

2. The job mix (target) gradation shall be within the gradation band for the 
desired type. After the target gradation has been submitted, the percent 
passing each sieve shall not be more than the stockpile tolerance. 

3. The aggregate shall be accepted at the Site or stockpile. The stockpile shall be 
accepted based on 5 gradation tests according to California Test 202, modified 
by California Test 105 when there is a difference in specific gravity of 0.2 or 
more between blends of different aggregates. If the average of the 5 tests is 
within the gradation tolerances, then the material will be accepted. If the test 
shows the material to be out, you may choose to remove the material or blend 
other aggregates with the stockpile material to bring it into compliance with 
these specifications. Materials used in blending shall meet the quality test 
before blending and shall be blended in a manner to produce a consistent 
gradation.   

4. When the results of either the Aggregate Grading or the Sand Equivalent test 
do not conform to the requirements specified, the aggregate shall be 
removed. However, if requested in writing and approved by the Engineer, the 
aggregate may be used and you shall pay to the agency $1.75 per ton for such 
aggregate left in place. No single aggregate grading or sand equivalent tests 
shall represent more than 300 tons or one day’s production, whichever is 
smaller. 

203-5.6.4   Mix Design.   

1. Before Work begins, you shall submit laboratory reports of mix designs 
performed in accordance with the tests identified in Table 203-5.6.4 at your 
expense and shall utilize the specific materials to be used on the project. The 
design shall be prepared by a laboratory experienced in designing rubber 
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asphalt slurry-seal surface treatments. After the mix design is approved, no 
substitution shall be made unless approved by the Engineer. The proposed 
rubber asphalt slurry-seal surface treatment mix design shall verify 
compatibility of the aggregate, emulsion, mineral filler, set-control additive, 
and rubber blend. 

TABLE 203-5.6.4 

Test Description Specification 

ISSA T-106 Slurry Seal Consistency Pass 

ISSA TB-109 Excess Asphalt 50 grams/ft2 maximum 

ISSA TB-100 

(Type I) 
The Wet Track Abrasion 50 grams/ ft2 maximum 

ISSA TB-100 

 (Type II) 
The Wet Track Abrasion 60 grams/ ft2 maximum 

ISSA TB-100 

 (Type III) 
The Wet Track Abrasion 60 grams/ ft2 maximum 

ISSA TB-113 Mixing Time 
Controllable to  

150 seconds minimum 

ISSA TB-114 The Wet Stripping Pass 

2. The Mixing Time test shall be done at the highest temperatures expected 
during construction. The original lab report shall be signed by the laboratory 
that performed the mix design and shall show the results of the tests on 
individual materials. The report shall clearly show the proportions of 
aggregate, mineral filler (minimum and maximum), water (minimum and 
maximum), additive (s) (usage), asphalt emulsion, and asphalt rubber blend 
based on the dry weight of the aggregate. 

3. Component materials used in the mix design shall be representative of your 
proposed materials. The percentage of each individual material required shall 
be shown in the laboratory report. Adjustments may be required during the 
construction based on field conditions. 

4. The component materials shall be within the following limits: 

a) Residual Asphalt Type I, 10% - 16% based on dry weight of aggregate. 

b) Residual Asphalt Type II, 7.5% - 13.5% based on dry weight of 
aggregate. 

c) Residual Asphalt Type III, 6.5% - 12% based on dry weight of aggregate. 

d) The crumb rubber will be added to the rubberized slurry mix at a rate 
of 5% by volume to the asphalt cement. 

e) Polymer additive shall be added at 2% of finished emulsion. 
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f) Carbon Black shall be added at 1.3% to 2% of the finished emulsion. 

g) Mineral filler shall be 0.5% - 2.0% (if required by mix design) based on 
dry weight of aggregate. 

h) Additives, as needed. 

i) Water, as needed to achieve proper mix consistency (total mix liquids 
shall not exceed the loose aggregate voids). 

SECTION 217 – BEDDING AND BACKFILL MATERIALS 

217-2.2 Stones, Boulders, and Broken Concrete. To the “GREENBOOK”, Table 217-2.2, 
DELETE in its entirety and SUBSTITUTE with the following: 

TABLE 217-2.2 

 
Zone Zone Limits 

Maximum Size 
(greatest dimension) 

Backfill Requirements in 
Addition to 217-2.1 

 Street or Surface Zone 
From ground surface to 12” 
(300 mm) below pavement 

subgrade or ground surface 

2.5” (63 mm) 
As required by the Plans 

or Special Provisions. 

 
Street or Surface Zone 

Backfill of Tunnels beneath 
Concrete Flatwork 

Sand 
Sand equivalent of not less 

than 30. 

 

Trench Zone 

From 12” (300 mm) below 
pavement subgrade or ground 
surface to 12” (300 mm) above 

top of pipe or box 

6” (150 mm)  
 

 
Deep Trench Zone (Trenches 

3’ (0.9 m) wide or wider) 

From 60” (1.5 m) below 
finished surface to 12” (300 

mm) above top of pipe or box 

Rocks up to 12” (300 mm) 
excavated from trench 

may be placed as backfill 
 

 Pipe Zone 

From 12” (300 mm) above top 
of pipe or box to 6” (150 mm) 
below bottom of pipe or box 

exterior 

2.5” (63 mm) 

Sand equivalent of not less 
than 30 or a coefficient of 
permeability greater than 
1-½ inches/hour (35 mm 

per hour). 

 Over excavation 
Backfill more than 6” (150 

mm) below bottom of pipe or 
box exterior 

6” (150 mm) 

Sand equivalent of not less 
than 30 or a coefficient of 
permeability greater than 
1-½ inches/hour (35 mm 
per hour). Trench backfill 

slurry (100-E-100) per 201-
1 may also be used. 

SECTION 302 – ROADWAY SURFACING 

ADD: 
302-4.12.2.1.1 Slurry Treatment. 

1. When slurry treatment is required by the Contract Documents, notify the Engineer 
at least 10 Working Days prior to the first application of slurry. The Engineer, upon 
assessment of street condition and classification, will verify the slurry type to be 
applied. 
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2. Application of sequential layers of slurry shall not commence until approved by 
the Engineer and until the following have been completed: 

a) Mix design and wet track abrasion testing for the first-step slurry 
application has been approved by the Engineer. Unless otherwise 
directed by the Engineer, this testing may require 4 Working Days from 
field sampling to reporting of test results to the Engineer. 

b) Corrective actions have been executed in accordance with 302-4.11.1.2, 
“Reduction in Payment Based on WTAT” such as reductions in payment, 
non-payment, or removal of material not meeting specifications, as 
directed by the Engineer. 

302-4.12.4  Measurement and Payment. To the “WHITEBOOK”, item 2, DELETE in its entirety and 
SUBSTITUTE with the following: 

2. The payment for RPMS shall be the total square footage used on the project 
calculated using the method described and shall be paid under the following Bid 
items: 

BID DESCRIPTION UNIT 

Rubber Polymer Modified Slurry (RPMS) Type I SF 

Rubber Polymer Modified Slurry (RPMS) Type II SF 

Rubber Polymer Modified Slurry (RPMS) Type III SF 

Rubber Polymer Modified Slurry (RPMS) Type I (Bike Lane) SF 

The Bid items for RPMS shall include full compensation for the specified surface 
preparation not included in other Bid items and shall include the Work necessary to 
construct the RPMS as specified on the Plans. Sweeping, removals, and furnishing 
the aggregate required for the mix design shall also be included in this Bid item.  

302-5.9 Measurement and Payment. To the “WHITEBOOK”, item 2, DELETE in its entirety. 

SECTION 304 –METAL FABRICATION AND CONSTRUCTION 

304-5  PAYMENT. To the “WHITEBOOK”, REVISE section “304-5” to “304-6”. 
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SECTION 306 – OPEN TRENCH CONDUIT CONSTRUCTION 

306-6.5.1 General. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE with the 
following: 

1. For PVC water pipes: 

a) Bedding material shall: 

i. Either be sand, crushed aggregate, or native free-draining 
granular material.  

ii. 100% of the bedding material shall pass the no. 4 sieve and 
shall have an expansion when saturated with water of not 
more than 0.5%.  

iii. Have a sand equivalent of SE 50. SE 30 or higher may be 
substituted for SE 50 as bedding material if all of the following 
requirements are met: 

 The top of the pipe and haunch areas are mechanically 
compacted by means of tamping, vibrating roller, or 
other mechanical tamper. 

 Equipment is of size and type approved by the 
Engineer. 

 90% relative compaction or better is achieved.  

b) When jetting, care shall be exercised to avoid floating of the pipe. 

2. PVC sewer pipes shall be bedded in 3/8 inch (9.5 mm) or 1/2 inch (12.5 mm) 
crushed rock in accordance with 200-1.2, “Crushed Rock and Rock Dust”. 
Crushed rock for PVC sewer pipes may contain recycled Portland Cement 
Concrete and shall conform to gradation requirements for 3/8 inch or1/2 inch 
nominal size as shown in Table 200-1.2.1 (A). 

3. Storm drains and all types of non-PVC sewer mains shall be bedded in 3/4 inch 
(19 mm) crushed rock in accordance with 200-1.2, “Crushed Rock and Rock Dust”. 
Crushed rock for storm drains may contain recycled Portland Cement 
Concrete and shall conform to gradation requirements for 3/4 inch nominal 
size as shown in Table 200-1.2.1 (A). Bedding shall be placed to a depth of 4 
inches (101.6 mm) below the outside diameter of the pipe or 1 inch (25.4 mm) 
below the bell of the pipe, whichever is greater. 

306-15.2  Shoring and Bracing. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE 
with the following: 

1. The Bid item for “Trench Shoring” shall include full compensation for furnishing, 
installing, maintaining, and removing all sheeting, shoring, or bracing for any 
conditions encountered that require shoring including the preparation of 
engineered Shoring Plans in accordance with 7-10.4.2.2, “Shoring Plan”.  No 
additional payment shall be made. 
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SECTION 314 – TRAFFIC STRIPING, CURB AND PAVEMENT MARKINGS, AND PAVEMENT MARKERS 

314-4.3.7 Payment. To the “GREENBOOK”, ADD the following: 

1. The payment for the replacement of existing traffic striping, pavement 
markings, and pavement markers shall be included in the Bid item for 
“Striping” and shall also include the payment for new installations of traffic 
striping, pavement markings, and pavement markers. 

314-4.4.6 Payment. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE with the 
following: 

1. No separate payment shall be made for establishing alignment for stripes and 
layout Work.  

2. The payment for the thermoplastic traffic striping of continental crosswalks 
shall be included in the Bid item for “Continental Crosswalks”. 

3. The payment for the replacement of existing traffic striping, pavement 
markings, and pavement markers shall be included in the Bid item for 
“Striping” and shall also include the payment for new installations of traffic 
striping, pavement markings, and pavement markers 

SECTION 500 – PIPELINE, MANHOLE, AND STRUCTURE REHABLITATION 

500-1.1.2.1 Initial Submittals. To the “WHITEBOOK”, ADD the following: 

4. Within 3 Working Days of the Bid opening date, the 3 apparent low bidders 
shall submit the following: 

a) Contractor’s Experience; past project documentation 

b) Manufacturer Certification 

c) Authorize Installer Certificates 

ADD: 
500-1.1.6.1  Order of Work for Rehabilitation Installation. 

5. Rehabilitation shall be performed in the following order of Work: 

a) First: Rehabilitation of Sewer Main, including sampling and testing. 

b) Second: Installation of Sewer Lateral Connections and End Seals.  

c) Third: Rehabilitation of Sewer Laterals, including sampling and testing. 

6. You shall plan and schedule Work accordingly. Additional payment for 
demobilization or mobilization and additional Working Days shall not be 
granted for delays due to the order of rehabilitation Work. 

ADD: 
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500-1.6.1 General. To the “WHITEBOOK”, item 2, sentence 1, DELETE in its entirety and 
SUBSTITUTE with the following: 

2. The cured-in-place liner shall extend the entire length of the lateral from the 
access point at the property line to the mainline. The location of the cleanout 
shall not be modified unless approved in writing by the Engineer. 

500-1.6.3 General. To the “WHITEBOOK”, item 2, DELETE in its entirety and SUBSTITUTE with the 
following: 

2. You shall excavate an access pit at the property line cleanout location. The 
excavation pit shall be located entirely within the public right-of-way, and shall 
not encroach into the private property. You shall replace in kind all existing 
improvements impacted by the installation process. 

500-1.6.6 Payment. To the “WHITEBOOK”, DELETE in its entirety and SUBSTITUTE with the 
following: 

1. The payment for the service lateral rehabilitation Work of existing sewer 
laterals, existing cast iron sewer laterals, cleanout installations at the access 
point, and manual excavations for cleanout pits shall be included in the 
following Bid items: 

Service Lateral Rehabilitation with Cleanout up to 7 Feet in Depth 

Service Lateral Rehabilitation with Cleanout Greater than 7 Feet in 
Depth 

These Bid items shall include all necessary labor, materials, and equipment 
in order to clean, repair, and line the Sewer Lateral. Removal and 
replacement of concrete and sidewalk panels are included in these Bid Items 
as required by the Engineer. 

2. The point repair Work for sewer laterals shall be in accordance with 500-1.2, 
“Pipeline Point Repair/Replacement” and shall be included in the Bid item for 
each “Point Repair for Existing Sewer Lateral”. Measurement shall be made at 
the pipe and shall be based on the length of pipe repaired. You shall be paid 
for 1 point repair for each repair 8 ft. (2.43 m) or less in length. This payment 
shall include all necessary labor, materials, and equipment to clean, repair, 
excavate, and inspect the Point Repair. 

3. The payment for cleaning and video inspection for rehabilitated laterals shall 
be paid in accordance with 306-18.7, “Payment”. 

500-2.4.6 Primer and Lining Materials. To the “WHITEBOOK”, DELETE in its entirety and 
SUBSTITUTE with the following: 

ADD: 
500-2.4.6 Chemical Resistance Test (Pickle Jar Test). 

1. Epoxy Lining Systems, Polyurethane and Epoxy Protective Lining Systems shall 
meet the requirements of 211-2, “Chemical Resistance Test (Pickle Jar Test)”. 
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Proof of meeting these requirements shall be provided to the Engineer for 
approval at least 15 Days prior to commencement of Work. 

2. The epoxy primer materials for the polyurethane lining system shall be 100% 
solids. 

3. The epoxy materials for the epoxy lining system shall be 100% solids.   

500-2.4.7 Lining Application. To the “WHITEBOOK”, DELETE in its entirety. 

500-2.4.8 Test. To the “WHITEBOOK”, DELETE in its entirety. 

500-2.4.10 Applicable Standards. To the “WHITEBOOK”, DELETE in its entirety. 

SECTION 600 - ACCESS 

ADD: 
600-1 GENERAL. To the “WHITEBOOK”, item 5, DELETE in its entirety and SUBSTITUTE with 

the following: 

5. If the City’s crews are unable to provide the citizens with the mandated 
services due to your failure to comply with these specifications, you shall 
collect trash, recyclables, and yard waste on the City’s schedule and deliver to 
the City’s designated locations.  If you fail to perform this Work, you shall incur 
additional costs for the City to reschedule pick up of an area. 

EQUAL OPPORTUNITY CONTRACTING PROGRAM (EOCP) SECTION A – GENERAL REQUIREMENTS 

4.1  Nondiscrimination in Contracting Ordinance. To the “WHITEBOOK”,  
subsection 4.1.1, paragraph (2), sentence (1), DELETE in its entirety and SUBSTITUTE 
with the following: 

You shall not discriminate on the basis of race, gender, gender expression, gender 
identity, religion, national origin, ethnicity, sexual orientation, age, or disability in the 
solicitation, selection, hiring, or treatment of subcontractors, vendors, or suppliers. 

END OF SUPPLEMENTARY SPECIAL PROVISIONS (SSP) 
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SUPPLEMENTARY SPECIAL PROVISIONS  

APPENDICES 
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APPENDIX A 

NOTICE OF EXEMPTION 
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APPENDIX B 

FIRE HYDRANT METER PROGRAM 
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APPENDIX C 

MATERIALS TYPICALLY ACCEPTED BY CERTIFICATE OF COMPLIANCE 
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MATERIALS TYPICALLY ACCEPTED BY CERTIFICATE OF COMPLIANCE 

1. Soil amendment 

2. Fiber mulch 

3. PVC or PE pipe up to 16 inch diameter 

4. Stabilizing emulsion 

5. Lime 

6. Preformed elastomeric joint seal 

7. Plain and fabric reinforced elastomeric bearing pads 

8. Steel reinforced elastomeric bearing pads 

9. Waterstops (Special Condition) 

10. Epoxy coated bar reinforcement 

11. Plain and reinforcing steel 

12. Structural steel 

13. Structural timber and lumber 

14. Treated timber and lumber 

15. Lumber and timber 

16. Aluminum pipe and aluminum pipe arch 

17. Corrugated steel pipe and corrugated steel pipe arch 

18. Structural metal plate pipe arches and pipe arches 

19. Perforated steel pipe 

20. Aluminum underdrain pipe 

21. Aluminum or steel entrance tapers, pipe down drains, reducers, coupling bands and slip joints 

22. Metal target plates 

23. Paint (traffic striping) 

24. Conductors 

25. Painting of electrical equipment 

26. Electrical components 

27. Engineering fabric 

28. Portland Cement 

29. PCC admixtures 

30. Minor concrete, asphalt 

31. Asphalt (oil) 

32. Liquid asphalt emulsion 

33. Epoxy 
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SAMPLE CITY INVOICE WITH SPEND CURVE  
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APPENDIX E 

LOCATION MAP 

 





 

Pipeline Rehabilitation AN-1 83 | Page 
Appendix F- Adjacent Conflict Projects Map 

APPENDIX F 

ADJACENT CONFLICT PROJECTS MAP 
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APPENDIX G 

HAZARDOUS FORMS/LABEL 
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APPENDIX H 

SEWER MAINS AND MANHOLE REHABILITATION SAMPLE DATA TEMPLATES 



REHAB DATA COLLECTION – MANHOLES 
 

MH FSN 
REHAB 
DATE LINING TYPE 

LINING 
MATERIAL 
VENDOR 

LINING 
SYSTEM 

REHAB 
CONTRACTOR 

RIM 
ELEVATION 

INVERT 
ELEVATION 

ACTUAL 
DEPTH 

(VF) COMMENTS 
ACCEPTANCE 

DATE 

70536 3/28/2007 POLYURETHANE ZEBRON ZEBRON 386 
ZEBRON 
CORPORATION 49.8 41.95 7 Leave this row as a sample. 3/28/2007 
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APPENDIX I 

SAMPLE OF PUBLIC NOTICE 
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APPENDIX J 

ADVANCED METERING INFRASTRUCTURE (AMI) DEVICE PROTECTION 
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APPENDIX K 

SEWER REHABILITATION EXHIBIT PLAN MAPS AND STREET RESURFACING 
SHEETS 
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APPENDIX L 

SEWER LATERAL SCOPE OF WORK 
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Appendix N – Sewer Pipeline Rehabilitation Scope of Work 

APPENDIX N 

SEWER PIPELINE REHABILITATION SCOPE OF WORK 
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ATTACHMENT G 

CONTRACT AGREEMENT
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